
Dynamic 2D-C door hinge adjustment procedure

Door Hinge Adjustment

As timber is a natural material it expands and contracts depending on the weather conditions, Timber absorbs 
moisture from the air, it expands in warm temperatures and contracts in cool temperatures.

This is not a defect, a fault or a warranty issue, it is a natural and normal process in all timber products 
exposed to the elements.


In the same way you would expect to undertake routine maintenance of your car by topping it up with oil & 
checking the tyre pressures, Timber windows and doors also require care and maintenance to ensure they operate 
at their optimum. See our general care & maintenance leaflet for general details.


In the case of external doors, It is normal and likely that every so often the hinges need to be adjusted to ensure 
the door opens, closes and locks correctly. As a minimum this should form part of your annual maintenance 
regime but may also be required in the event that expansion or contraction of the door sash causes any undesirable 
change in its normal operation.


Remove the lower cap and hinge 
cap as shown in Fig 1

Open the door. 

Unscrew but do not 
remove the lower 
security screw marked 
as 2 in Fig 2

Horizontal adjustment

To increase or decrease the air gap 
between the sash and frame 
loosen screws d & adjust by 
turning screw c with a 4mm Allen 
key & tighten screws d when 
finished

Height adjustment

Adjust by turning screw a with a 
4mm Allen key.

Remove the lower cap and hinge 
cap as shown in Fig 5

Adjustments should be 
made as required to all 
hinges. Once complete 
and door operating 
correctly please tighten 
the security screws 
marked 2 in Fig 4

Further guidance can be found at the following link 
Arden Windows YouTube Channel a video showing 
how to adjust the Dynamic 2D C Hinge.


Alternatively speak to our after-sales team on 
02476 237309 who will be happy to assist

https://youtu.be/W70CV52mfSk

